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FIG. 2A 
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Expose the composite core 
of the first and second 
cable by stripping the 
conductor from the core 



t 

Slide the conductor sleeve 
over the first cable 



Put the compressible body 
inside the rigid enclosure 



Slide the washer and 
compression nut into the 
ends of the rigid enclosure 



Mate with the composite 
cores of the first and 
second cables into the 
cavities in the 
compressible body 



Tighten one or both 
compression nuts to 
compress the compressible 
body 



Slide the conductor sleeve 
over the two cables such 

that it contacts the 
conductors on each cable 



Crimp the conductor 
sleeve onto the cables 
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FIG. 6 
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FIG. 8A 
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FIG. 8B 
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FIG. 8C 
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Expose the composite core of the cable 
by stripping the conductor from the core 



SUde the conductor sleeve over the cable 



Put the compressible body inside the 
rigid enclosure 



Attach the washer and compression nut to 
the end of the rigid enclosure 



Attach the connector to the other end of 

the rigid enclosure 



Slide the composite core of the cable into the 
cavity in the compressible body 



Tighten the compression nut to compress the 
compressible body 



Slide the conductor sleeve over the rigid enclosure 
it contacts the conductors on the cable 



Crimp the conductor sleeve onto the cable 



Attach the jumper terminal 



Anchor the Connector to the Structure 
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End 
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FIG. 10 
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FIG. 11 
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